
 
ADDENDUM NO. 1 
CONTRACT: CASD 1402 
DATED: MARCH 3, 2015 

TOWN OF RIVERHEAD 
CALVERTON SEWER DISTRICT 

 
SANITARY PUMP STATION UPGRADES – BALL FIELD PUMP STATION 

 
1. DELIVERY VIA EMAIL CONFIRMATION TO ALL REGISTERED BIDDERS THROUGH E-
NOTIFICATIONS ON TOWN OF RIVERHEAD WEBSITE 

This Addendum is hereby made a part of the Contract Documents for the above noted project and 

construction contract and modifies the Original Bidding Documents.  The Bidder shall note the following 

clarifications, deletions, additions, and changes to the Contract Documents and shall submit his/her bid, 

and be otherwise governed accordingly. Failure to acknowledge the Addendum may subject the Bidder to 

disqualification. 

Bidder shall note the following:  
1. Acknowledge receipt of the Addendum on page PB-5 located in the Contract Book of the Bid 

Documents.   

2. Addendum No. 1 for Project No. CASD 1402 Contracts G consists of 4 pages plus revised plan 
sheets M1, M2 and E6 included as “ATTACHED DOCUMENTS”.  

PROJECT MANUAL 

A. PROPOSAL 

1. PARAGRAPH 2 – TOTAL PRICE BID SHALL BE CHANGED TO READ:  “For all work 
shown, specified and described in the Contract Documents, for the Sanitary Pump 
Station Upgrades Ball Field Pump Station Project, Contract No. CASD 14-02, for the 
Town of Riverhead, on behalf of the Calverton Sewer District, complete and ready for 
operation, including the total of the cash allowances of Thirty Five Thousand Dollars and 
Zero Cents ($35,000.00), as specified in Section 01210 - Allowances*, for the Total Price 
Bid of:”    

B. SECTION 01210 – ALLOWANCES 

1. DELETE PARAGRAPH “1.06 PAYMENTS TO BE MADE OUT OF GAS MAIN 
ALLOWANCE…” 

C. SECTION 11295 – VALVES AND VALVES ACCESSORIES 

1. DELETE SENTENCE “A. Section 11316 –Submersible Sewage Pumps” FROM 
PARAGRAPH 1.02 – RELATED SECTIONS. 
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ADDENDUM NO. 1 
CONTRACT: CASD 1402 
DATED: MARCH 3, 2015 

TOWN OF RIVERHEAD 
CALVERTON SEWER DISTRICT 

 
SANITARY PUMP STATION UPGRADES – BALL FIELD PUMP STATION 

 
D. SECTION 15832 – CENTRIFUGAL EXHAUST FANS 

1. REVISE SENTENCE D. IN PARAGRAPH 2.02 – PRODUCTS TO READ: “Explosion 
Proof 0.15 Hp 115 volt single phase motor…” 

PROJECT PLAN SHEETS 

Remove all references, details and callouts for the natural gas fueled emergency standby power 
generator and natural gas service from all plan sheets.  The proposed natural gas fueled emergency 
standby power generator is being replaced by a diesel fueled emergency standby power generator.  The 
diesel generator, same as the natural gas generator, will remain as an equipment item that will be directly 
purchased by the Owner and installed by the Contractor as indicated on the advertised bid documents.    

A. SHEET C2 

1.  REMOVE “GAS METER PAD” CALL OUT AND ALL ASSOCIATED NOTE CALL OUTS 
AND DETAIL CALL OUTS SHOWN ON “PROPOSED SITE PLAN”. 

2. REMOVE “CONNECT NEW GAS SERVICE TO EXISTING MAIN APPROXIMATELY 
450 FT TO THE EAST” CALL OUT AND ALL ASSOCIATED NOTE CALL OUTS AND 
DETAIL CALL OUTS SHOW ON “PROPOSED SITE PLAN”. 

B. SHEET C3 

1. REMOVE DETAIL 5 FROM PLAN SHEET. 

C. SHEET E2 

1. REMOVE “GAS METER” CALL OUT AND ASSOCIATED BOLLARDS FROM “BALL 
FIELD PUMP STATION ELECTRICAL SITE PLAN”. 

D. SHEET E6 

1. REPLACE PLAN SHEET E6 WITH ATTACHED PLAN SHEET E6. 
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ADDENDUM NO. 1 
CONTRACT: CASD 1402 
DATED: MARCH 3, 2015 

TOWN OF RIVERHEAD 
CALVERTON SEWER DISTRICT 

 
SANITARY PUMP STATION UPGRADES – BALL FIELD PUMP STATION 

 
E. SHEET M1 

1. ADD “(REFER TO EXHAUST FAN SCHEDULE ON SHEET M2)” TO “NEW EXHAUST 
FAN” CALL OUT ON THE BALL FIELD PUMP STATION TOP SLAB PLAN  

F. SHEET M2 

1. ADD THE FOLLOWING SCHEDULE TO SHEET M2. 

EXHAUST FAN SCHEDULE 
 

EQUIP. 
NO LOCATION 

AREAS 
SERVED 

PERFORMANCE/CONSTRUCTION REQUIREMENTS 

VENTILATION 
VOLUME (CF) 

MIN. AIR FLOW 
REQ. (CFM) 

S.P.  
(IN W.G.) 

OP. 
POWER 

(HP) 

OP. 
FLOW 
(CFM) 

SF-1 
BALL FIELD 
PS WET WELL 840 420* 0.5 0.08 460 

        BASIS OF DESIGN INFORMATION 
  

MFR. MODEL NO. 

NOMINAL 
OPERATING 

WEIGHT (LBS) 

MOTOR DATA 
  VOLTS/ 

PHASE/ 
HERTZ MOTOR RPM 

MOT
OR 
HP 

  GREEN 
HECK SFB-9 CW TH 120 115/1/60 891 0.15 

  
        * MINIMUM AIR FLOW REQUIRED BASED ON 30 AIR CHANGES PER HOUR OF INTERMITTENT 
VENTILATION 

  

CONTRACT NO. CASD 1402  

A :  N B O N O @ H 2 M . C O M ; C W E I S S @ H 2 M . C O M  |  P M :   |  L S B :  C H R I S  W E I S S  |  
L S D :  3 / 3 / 2 0 1 5  8 : 3 2  A M  |  L P D :  3 / 3 / 2 0 1 5  8 : 3 2  A M  |  1 9  F E B R U A R Y  2 0 1 5 |  R # :  1 5  |  P :  4  |  
X : \ C A S D  ( C A L V E R T O N  S E W E R  D I S T R I C T )  -  1 0 1 7 8 \ C A S D 1 4 0 2  B A L L F I E L D  P S  D E S I G N  & C O N S T  S E R V I C E S \ 0 3 - B I D  T A B  &  
C O N T R A C T  A D D E N D U M S \ A D D E N D U M  # 1 \ C A S D 1 4 0 2  A D D E N D U M  # 1 . D O C  |  
A D D E N D U M  N O .  1  |  C A S D  1 4 0 2  |  
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“ATTACHED DOCUMENTS” 
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SHEET #

SHEET TITLE

MARK DATE DESCRIPTION

"ALTERATION OF THIS DOCUMENT EXCEPT BY A LICENSED
PROFESSIONAL IS ILLEGAL"

REVIEWED BY:

DRAWN BY:

DESIGNED BY:

PROJECT #:

DATE:

CHECKED BY:

Q

CONTRACT

CLIENT

SEAL

CONTRACT NO.
CASD 1402

FINAL BID DOCUMENTS

CONSULTANTS:

STATUS

FEB. 2015

CASD 1402

Sanitary Pump Station Upgrades
Ball Field Pump Station

538 Broad Hollow Road
4th Floor East

Melville, NY 11747
P:(631)756-8000
F:(631)694-4122

Albany, NY 12205

New City, NY 10956

White Plains, NY 11601

Parsippany, NJ 07054

Howell, NJ 07731

Melville, NY 11747

6"Ø

BALL FIELD PUMP STATION
MECHANICAL PLANS

SCALE: 1/2"= 1'-0"
BALL FIELD PUMP STATION TOP SLAB PLAN

SCALE: 1/2"= 1'-0"
BALL FIELD PUMP STATION INTERMEDIATE FLOOR PLAN

HATCH #1

CASTING (TYP. X2)

M1

4

(TYP.)
2

S2

2

M1

7
S2

14

3

(TYP.)

M1

7

S1

-

M1

6

M1

5

1

M1

5

M1

6

2

NO SCALE1 LEVEL TRANSDUCER DETAIL
NO SCALE2 HIGH/LOW LEVEL FLOATS DETAIL

6"

1'

TAPPED BLIND FLANGE W/
STRAIN RELIEF (TYP.)

SCH 80 PVC
(TYP.)

PIPE PENETRATION
SEAL (TYP.)

JB

GENERAL NOTES: LEGEND:

(TYP. X 2)

JB

M2
A

M2
A

M2
B

M4
B

1.  

2.

3.

4.

5.

8.

23'-0"

1'-0" 21'-0" 1'-0"

11
'-1

1 3
/4"

12

M1

9

6"Ø

8"Ø
INFLUENT

6

15

ACCESS HATCH

PORTABLE HOIST BASE SOCKET*

ALUMINUM ACCESS STAIRCASE

FRP ACCESS LADDER

HIGH WATER ALARM FLOAT*

LEVEL TRANSDUCER*

ACCESS PLATFORM

SUBMERSIBLE PUMP + ACCESSORIES* (GUIDE RAILS BY CONTRACTOR) 

CHECK VALVE*

PLUG VALVE

BLIND FLANGE

CONCRETE PIPE SUPPORT SADDLE

1

2

3

4

5

6

7

9

10

11

12

13

8

9.

EXISTING DRY PIT AIR
INTAKE DUCT

EXISTING WET WELL AIR
INTAKE DUCT

EXISTING WET WELL
EXHAUST DUCT

EXISTING DRY PIT
EXHAUST DUCT

FURNISH AND INSTALL NEW SINGLE LEAF (30" X 72" CLEAR OPENING) ALUMINUM ACCESS HATCH
IN NEW CONCRETE CURB AND SET IN PLACE ON TOP OF EXISTING WET WELL STRUCTURE.
ALIGN ACCESS HATCH WITH CLEAR OPENING IN TOP SLAB OF WET WELL STRUCTURE.

INSTALL NEW FRP ACCESS LADDER WITH SS LADDER-UP DEVICE.

INSTALL NEW ALUMINUM ACCESS STAIR. FIELD LOCATE STAIR ALONG NORTH PUMP STATION
WALL.  CONSTRUCT STAIR CONCRETE FOUNDATION FOR BOTTOM OF STRINGERS, MIN 3'-0"
BELOW GRADE AS DETAILED IN SHEET S-2.

INSTALL NEW PORTABLE HOIST BASE SOCKET FURNISHED BY OWNER AT THE NEW ACCESS
HATCHES.  FIELD LOCATE.  SOCKET TO BE PROVIDED WITH DRAIN HOLE AND TOP COVER.

CORE DRILL TOP SLAB AND INSTALL SCH. 80 PVC PIPE (MINIMUM 8 INCH DIAMETER) IN THE
EXISTING WET WELL TOP SLAB AND SECURE IN PLACE WITH A LINK SEAL.  PROVIDE A BLIND
FLANGE AT THE TOP, SUITABLE FOR TAPPING TO INSTALL THE WIRE PENETRATION FROM THE
HIGH LEVEL FLOAT.

INSTALL ALUMINUM FRAMING AND COVERS ABOVE PUMP ACCESS WAYS IN TOP SLAB IN
ACCORDANCE WITH DETAILS ON 'S' SHEETS.  CASTINGS SHALL BE MODEL R-1794-EB BY NEENAH
FOUNDRY, OR EQUAL.

CORE WALL AND SLAB PENETRATION AS SHOWN FOR NEW PIPING. EACH PIPE PENETRATION
SHALL INCLUDE A PIPE PENETRATION SEAL AND PATCHING AS DETAILED ON SHEET S2. FIELD
LOCATE EACH PENETRATION BASED ON FINAL APPROVED PIPING LAYOUT.

(TYP. X 2) 10

CAW

BAC

PIPE WALL/FLOOR PENETRATION LINK SEAL

* EQUIPMENT AND ITEM TO BE FURNISHED BY 
  OWNER AND INSTALLED BY CONTRACTOR IN
  ACCORDANCE WITH CONTRACT DOCUMENTS.

6. CORE DRILL TOP SLAB AND INSTALL SCH. 80 PVC PIPE (MINIMUM 4 INCH DIAMETER) IN THE
EXISTING WET WELL TOP SLAB AND SECURE IN PLACE WITH A LINK SEAL AND PIPE SUPPORTS.
PROVIDE A BLIND FLANGE AT THE TOP, SUITABLE FOR TAPPING TO INSTALL THE WIRE
PENETRATION FROM THE LEVEL PROBE FURNISHED BY OWNER.  CORE 1-INCH DIAMETER
HOLES IN PIPE BELOW THE TOP SLAB FOR EVERY 6 INCHES ALONG THE LOWER 10 FEET OF THE
PIPE.

(TYP. X 2) 11

NEW EXHAUST FAN
(REFER TO EXHAUST FAN
SCHEDULE ON SHEET M2)

PROVIDE 6" SPOOL
PIECES AND/OR
FLANGE ADAPTERS
AS REQUIRED TO
ADAPT EXISTING
FORCE MAIN
HEADER TO NEW
LAYOUT.

N.I.C.

N.I.C.

N.I.C.

N.I.C.
N.I.C.

13

EXISTING CONCRETE PIPE
SUPPORTS TO BE REUSED BY
CONTRACTOR (TYP. X2)

PROVIDE 4" SPOOL PIECES AND/OR FLANGE
ADAPTERS AND FITTINGS AS REQUIRED TO ADAPT
EXISTING FORCE MAIN HEADER TO NEW LAYOUT.
(TYP. X2)

EXISTING 4" X 6" Ø WYE FITTINGS TO BE SALVAGED
AND REUSED BY CONTRACTOR (TYP. X3)

14 ROUND ACCESS WAY CASTING

7. INSTALL CASTINGS ON TOP SLAB ABOVE ROUND PUMP ACCESS WAY OPENINGS IN TOP SLAB.
CASTINGS SHALL BE MODEL R-1794-EB BY NEENAH FOUNDRY, OR EQUAL.  FINAL PLACEMENT TO
BE VERIFIED IN FIELD.

M1

8

1
M1

1

5

15 LOW WATER ALARM FLOAT*

M1

9

(TYP.)
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SCALE: 1/2"= 1'-0"
SECTION B-BSCALE: 1/2"= 1'-0"

SECTION A-AA
B

6"Ø

4"Ø

4"Ø

6"Ø

4"
Ø

6

5

JB JB

6 51
M1

8

1
M1

1

13 (TYP.)

FIELD DETERMINE

JB

5'-
10

 1/
8"

8"
7'-

6"
8"

3' 
- 0

" A
PP

RO
X.

14
M1

7

(TYP)
EXHAUST FAN BASE
(GEX-1)

6"
(TYP)

STAIRS AND HAND RAIL
NOT SHOWN THIS

SECTION

S.S. GUIDE
RAILS

CAW

BAC

LEGEND:

ACCESS HATCH

PORTABLE HOIST BASE SOCKET*

ALUMINUM ACCESS STAIRCASE

FRP ACCESS LADDER

HIGH WATER ALARM FLOAT*

LEVEL TRANSDUCER*

ACCESS PLATFORM

SUBMERSIBLE PUMP*

CHECK VALVE*

PLUG VALVE

BLIND FLANGE

CONCRETE PIPE SUPPORT SADDLE

1

2

3

4

5

6

7

9

10

11

12

13

8

PIPE WALL/FLOOR PENETRATION LINK SEAL

* EQUIPMENT AND ITEM TO BE FURNISHED BY 
  OWNER AND INSTALLED BY CONTRACTOR IN
  ACCORDANCE WITH CONTRACT DOCUMENTS.

6"Ø

RELOCATED
TEE WYE

RELOCATED
TEE WYE

PUMPS AND GUIDE RAILS
NOT SHOWN THIS

SECTION

14 ROUND ACCESSWAY CASTING

9

N.I.C.

N.I.C.

N.I.C.

15

15

15 LOW WATER ALARM FLOAT

HANDRAILINGS AND STAIRS UP TO TOP SLAB NOT SHOWN FOR CLARITY

NOTES:

1.
HANDRAILINGS AND STAIRS UP TO TOP SLAB NOT SHOWN FOR CLARITY

NOTES:

1.

BALL FIELD PUMP STATION
MECHANICAL SECTIONS

M2
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GENERATOR EMERGENCY SHUTOFF CONTROL CIRCUIT
NO SCALE

R

AUX. CONTACT ON
GENERATOR CONTROLS

TO  CLOSE WHEN ENGINE
IS  STARTING/RUNNING

EMERGENCY KILL MUSHROOM SWITCH ON A.T.S
CABINET.

EMERGENCY KILL MUSHROOM SWITCH AT
GENERATOR.

GENERATOR EMERGENCY STOP
CONTROL CONTACTS

12 V.D.C.

2

VLV

VLV

EMERGENCY GENERATOR FUEL SUPPLY SCHEMATIC
SCALE:  NO SCALE1

43

A

CONTROL JOINT. SAWCUT SLAB TO ONE
QUARTER OF TOTAL SLAB DEPTH.

NOTES:
1. PAD DIMENSION BASED ON SPECIFIED
  EQUIPMENT. 1'-0" MIN ALL AROUND

FIELD VERIFY STUB-UP PENETRATIONS.
CONTROL JOINT TO BE AT EDGE OF
PENETRATIONS

GENERATOR FOOT
PRINT

1'-
0"

9'-6"

5'-
0"

A

A

A

SIM. SIM.
STUB-UP FOR GAS LINE.

2-#5 DIAGONAL LONG BARS ALONG AT
EACH CORNER OF OPENING. (TYP. FOR
ALL OPENINGS).

NO SCALE
GENERATOR PAD PLAN

6" 8"

3"
 C

LR

1 1
/2"

CL
R

#5 AT 12 O.C.

6 x 6-W2.9 x W2.9 W.W.F.

1
11

1

3'-
0"

 M
IN

.

12" 12"

6" OF 3/4" CRUSHED STONE

TYPE "C" CONTROLLED
 FILL

5'-0"

#6 AT 12" O.C.

3/4" CHAMFER, TYP.

NO SCALE

SECTION A-A

EXTERIOR POLE MOUNTED
LIGHTING FIXTURES

LPC

EXTERIOR LIGHTING WIRING DETAIL
NO SCALE

SWITCH
MAINTENANCE

20A/1P

120V

PHOTOCELL

#5 AT 24" O.C. BENT
2'-0" x 2'-0" AROUND
SLAB PERIMETER

LIGHT POLE BASE DETAIL
NO SCALE

5'-
6"

6'-
0"

1 1/2"

2' X 2' SQ.

FORM

MANUFACTURERS
INSTRUCTIONS

INSTALL ANCHOR
BOLTS AS PER

NOTE:

CAST FROM SONOTUBE
4000 PSI CONCRETE

#3 TIE @ 12" O.C

CLR.

6" FINISHED GRADE

(4) #4 

CONDUIT AS REQUIRED

3/4" CHAMFER

INSTALL ANCHOR BOLTS AS PER
MANUFACTURERS INSTRUCTIONS

CROWN TOP SURFACE TO
SHED WATER

5

6

2. CONTRACTOR SHALL FIELD VERIFY
   EXACT DIMENSION OF GENERATOR
   FURNISHED BY OWNER.

NOTE 2

NOTE 2

ELECTRICAL DETAILS

E6

MANUAL 1 1/4" QUARTER TURN BALL
VALVE WITH VALVE POSITION INDICATOR

6"
MIN.

SCH. 40 RETURN LINE
1 1/2" BLACK IRON

PRIMARY FUEL FILTER

ENGINE FUEL PUMP

STEEL FLEXIBLE
CONNECTOR

GENERATOR

FLEXIBLE CONNECTION FOR FUEL LINES SHALL BE FIRE RATED
STAINLESS STEEL HOSEMASTER FIRE SHIELD FLEX CONNECTOR.

1.

NOTES:

1 1/4" BLACK IRON SCH. 40

RUPTURE BASIN EMERGENCY VENT

FUEL SUPPLY LINE

FUEL TANK VENT

FUEL FILL LINE

FUEL TANK

STAINLESS 

STEEL FLEXIBLE
CONNECTOR

STAINLESS 

134 GALLON GENSET
MOUNTED FUEL STORAGE

U.L. LISTED FIRE
RATED FUEL LINES

FUEL TANK EMERGENCY VENT
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